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PACH25-30 Trailer/Skid Mounted
Portable Air Conditioning Unit

The PACH25-30 Trailer or Skid mounted units are built around a tubular frame and are ideal for 
temporary cooling or heating in renovation projects. In particular, applications include spot cooling or 
heating and temporary cooling when the building air conditioner is down for maintenance. A perfect 
air conditioner for a tent or other temporary structure that needs commercial cooling, heating or 
dehumidification. 

A compact, lightweight trailer for portable/temporary uses is available. This DOT-rated trailer includes 
dual-axles, hydraulic brakes, dual leveling jacks and a spare tire. 

25-30 Ton Cooling �- 60kW Electric Heat
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PACH25-35 Trailer/Skid Mounted Standard Features

Dimensional Drawings

Physical  Data

Model Number Tons Dimensions (W x H x L) Approx. Weight Voltage/Phase MCA

Cooling/Heating

PACH25 25 95.5 x 57.00 x 95.5 3100 230/3 
460/3

196.4 
92.8

PACH30 30 95.5 x 67.00 x 95.5 3740 230.3 
460/3

196.4 
92.8

PACH25-TR 25 94.00 x 75.00 x 160.00 4110 230/3
460/3

196.4 
92.8

PACH30-TR 30 94.00 x 85.00 x 160.00 4330 230/3 
460/3

196.4 
92.8

	� Duct Collars
	� Evaporator Stainless Steel Drain Pan
	� R-410a Refrigerant
	� 4 Camlock Panel Power-In
	� Phase Reversal Indicator Light
	� Durable White Powder Coat Finish
	� Condenser Coil Guard
	� Kazoo drain

	� Hour Meter
	� Toggle Switch for Remote Thermostat
	� Voltage Meter
	� Toggle Switch for 208/230
	� 60 kW Electric Heat
	� Remote Thermostat Ready
	� Available Voltages: 208/230-3-60,  

460-3-60

	� Pleated Filters
	� Mode Selector Switch
	� Quarter Turn Access Panel Fasteners
	� Hot Gas Bypass (Circuit 1)
	� Main Circuit Breaker
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Portable Air-Cooled Horizontal PACH 20, 25, 30 Ton Standard

6795.5 95.5
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Portable Air-Cooled Horizontal PACH 20, 25, 30 Ton Standard
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Portable Air-Cooled Horizontal PACH 20, 25, 30 Ton Standard

6795.5 95.5

Skid Mounted

Trailer Mounted


